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DESCRIPTION
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MATERIAL

PLATING OR COLOR

TABLE E :

Parts of Product

MODEL NO——
PLASTIC MATERIAL

[CJBO:PBT 30%G/F ULS4V-0
CID0:PA66 30%ZG/F UL94V-0

NOTES:

1.Signal transmission speed:Max25Mbps
2. Operating voltage:2.7 t05.5v

3. TTLand high C—MOS LOGIC compatible
4. Low power consumption

5. Operating temperrature:—20° to 70°
6. Storage temperrature:—30° to 80°
7.Soldering temperature:260°,time for 5s

Pin Function
Tx Rx
@D Vin D Vcc
© Vcc| © GND
® GND | @ Vout

P/N:
TR1016A—XXXX—00A0XXB
T —PACKING:TRAY
SIGNAL SPEC:
CITOTRANSMIT SPEED 16Mops
OTLTRANSMIT SPEED 25Mbps

CRO:RECEIVE SPEED 16Mbps
ORIRECEIVE SPEED 25Mbps

AUTOMATIC DOOR COLOR
[J01:BLACK

CJ08:GRAY
O10:0RANGE1575C

Tolerance

X.X +0.30
XXX £0.20
X.XXX +0.10

Angle £3.0°

MODEL NAME:OPTICAL JACK

DRAWING: David Zhou
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