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9 M NOTES:
A AN g 1.Rating: DC30V 0.5A;
2.Contact Resistance: <30Milliohm,After Test: <50Milliohm;
12.10+0.2 3.Insulation Resistance: 2100Megohm(DC500V);
4.Withstand Voltage: AC500V for 1Minute;
5.Insertion and Extraction force: 3~30N;
6.Life test: 5000 Cycles.
@1vnn+n15 7.0perating Temperature: —20°C~+70°C 85%RH Max;
6.00+0.13 @ 8.Storage Temperature: —40°C~+85°C 85%RH Max.
|
a1 —
[
(-
% “f‘ 3 \H U] Y -
w ®30 N —
5@ ~—on
I
. i e = 'Lu f TABLE A: Schematic And Code
2.70+0.2
4,1040.2 4.1010.2
[[[1[B6 [PBT 30%G/F UL94V—0 ROHSZ&H.F Fit
[ [ [Bo [PBT 30%G/F ULs4v=0 RoHS2 Fit
. . NO.JCODE MATERIAL REMARK
Pouring basin. TABLE B : Plastical Material
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\/ T 5 o0 P/N:
& ’/\ ‘ CBZT2FS*XXXX*XXXXXXXLP g
8 /L 5.5+0.2 0.7£0.1 px “O’o Model P/N EI;CT(O‘;:QDR:Tope reel;
& 13+0.3 a4 9 Plastical Material — | Remark
Q 14£0.2 9 S (Choose From Table B) . 00:Normal;
Plating
TERMINAL NO. Housing Color —M8@ DA Ag 5u”
. [3J01: Black .
MCltChlng P,Ug Schematic Code Product salt mist
(see Tole A S s,
O C: 48Hours;
@® [Cap 1 PA66 Black X
@ |Back cover 1 PA66 Black X
® |Insulafor 1 [ PA6G White X Tolerance MODEL NAME: 3.5 PHONE JACK DRAWING: Carlyle Xu
@ |Housing 1 | Choose from P/N Choose from P/N X X.X  #0.30 : - - : i
® Ring spring 1 Brass Nickel Plating X X, XX IO 20 MODEL No: C3212F5—XXO01 AOX);?:XER;T CHECKED: David Zhou
® [Make spring 1 X ’ Ta REVISION APPROVED: Jacky Lee —
@ |Transfer spring [l 1 X K. XXX if)' 1(3 @G SCALE: 3:1 AO DATE. J
® |Ring spring 1 Phosphor bronze 0.25t Choose from P/N X Angle +3.0 W/W . 2014—08-26
@ |Tip_spring 1 X i e ok g N F FILE:
@ [Earth spring 1 X UNIT: rmm 2 R E A IR 2 F/LINGYANG
NO.| DESCRIPTION QTY PARTS MATERIAL PLATING OR COLOR REMARK Ling Yang Precision Co.Ltd |DWG NO. C3212FS—AO01
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