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NOTES:

1.Rating: DC30V 1.0A;

2.Contact Resistance: <30Milliohm,After Test: <50Milliohm;
3.Insulation Resistance: 2100Megohm(DC500QV);
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O3] 4.Withstand Voltage: AC500V for 1Minute;
2.540.2 0.7£0.1 3 8 o 5.Insertion and Extraction force: 3~30N;
55+0.2 0.7+0.1 ?j‘ i g 6.Life test: 5000 Cyc\es.

. o 9 7.0perating Temperature: —20°C~+70°C 85%RH Max;
15£0.3 s = 8.Storage Temperature: —40°C~+85°C 85%RH Max.
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® [Housing T _[CHOOSE FROM TABLE B CHOOSE FROM P/N HOUSING COLOR | X ééx fggg MODEL No:C31660S—XXOT—AOXXXXX |CHECKED: David Zhou
® |[Tip spring 1 _|Phosphor bronze 0.2t X XXX 1010 REVISION | SHEET |APPROVED: Jacky Lee
@ [Ring spring 1| Phosphor bronze 0.2t Gold Plated on contact areg, X : 3o @‘g SCALE:3:1 AO -
® [Ring spring Bl | 1 |Phosphor bronze 0.2t | 80u” Tin on solder tail, 50u” X Angle £3.0 1/1 |DATE: 2014-08-29
@ |[Tip spring [2] | 1 |Phosphor bronze 0.2t Ni underplated. X I - N " FILE: F/LINGYANG
@ |Earth_spring [0 | 1_|Phosphor bronze 0.2t X UNIT:mm I #oR A /
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